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EXMILE SOLID TYRE

Premium Special Tyre Manufacturer

I 2 A =S T A mm g <G




Premium Special Tyre

ECLAT

Unique Features:

1. Cooler Running
2. Easy Rolling
3. Environment Friendly

Available Qualities:

SUPER HIGH RESILIENCE COMPOUND
HIGH RESILIENCE COMPOUND
PREMIUM COMPOUND

WHITE NON-MARKING

GREY NON-MARKING

ANTI-STATIC COMPOUND

OIL RESISTANCE COMPOUND
SPECIAL COMPOUNDS ON REQUEST

Exmile—Eclat uses environmentally
sustainable components linked with
expert cutting edge technologies to
bring you the coolest running,

low rolling resistant tyres with low
carbon footprint coupled with the
most cost effective production
available in the market.

Our team of international experts are
proven creators of inventive
technologies to bring you the leader in
solid tyres for all your present and

future needs.
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EXMILE SOLID TYRE

. Standard

Heel Type
Standard

Section | pigmeter

382

Forklift Other Vehicles

6 km/h | 10 km/h| 25km/h
940 800

Wheel

Load Capacity (kg)

heel
25km/h
800

15X4 Y- 8(125/75-8) 3.00D-8 * * 117 1040 1040 1210
3.00D-8 * . 130 460
5.00-8 1415 1090 1415 1285 1090 1645
3.50D-8 O * 136 460
16X6-8 (150/75-8)A 4.33R-8 L 4 L 2 155 417 1495 1150 1495 1355 1150 1735
18X7-8(180/70-8)A 4.33R-8 * * 157 459 2145 1650 2145 1945 1650 2490
140/55-9 4.00E-9 * O 134 384 1170 900 1170 1060 900 1360
6.00-9 4.00E-9 * * 155 529 1885 1450 1885 1710 1450 2190
21X8-9(200/75-9) 6.00E-9 * * 190 530 2755 2120 2755 2505 2120 3200
180/60-10 5.00F - 10 * * 187 457 2410 1850 2410 2180 1850 2795
6.50-10 5.00F - 10 * * 165 578 2340 1800 2340 2125 1800 2720
200/50-10 6.50F -10 * * 199 463 2470 1900 2470 2240 1900 2870
23X9-10 (225/75-10) 6.50F - 10 * * 204 593 3445 2650 3445 3125 2650 4000
7.00-12 5.00S-12 * * 174 659 2910 2240 2910 2645 2240 3380
7.00-12 6.50-12 O O 204 656 3350 2575 3350 3045 2575 3890
8.25-12 5.00S-12 L 4 * 188 726 3440 2645 3440 3120 2645 3995
23X10-12 (250/60-12) 8.00G-12 L 4 L 4 234 587 3770 2900 3770 3420 2900 4380
23X12-12(315/45-12) » | 8.00G - 11 * * 316 576 4485 3450 4485 4070 3450 5210
27X10-12 (250/75-12) 8.00G-12 * * 248 690 3900 3000 3900 3540 3000 4530
6.00-15 4.00E-15 O O 160 698 2725 2095 2725 2470 2095 3165
8.25-15 6.50-15 * * 215 828 4750 3650 4750 4300 3650 5510
28X9-15 (8.15-15)225/75-15 7.00-15 * L 4 223 695 3445 2650 3445 3125 2650 4000
250-15(250/70-15) 7.00-15 * ¢ 228 728 4745 3650 4745 4200 3650 5510
7.50-15 * * 230 728
28x12.5-15(355/45-15) 9.75-15 * * 300 718 5690 4375 5690 5165 4375 6605
355/50-15 9.75-15 * L 4 300 718 5690 4375 5690 5165 4375 6605
300-15(315/70-15) 8.00-15 * * 259 830 5850 4500 5850 5310 4500 6795
355/65-15(32x12.1-15) 9.75-15 * * 302 809 7800 6000 7085 6430 5450 9060
355/50-20 10.00-20 O m} 367 847 8970 6900 8970 8140 6900 10420
6.50 - 20 O O 228 989
9.00-20 7.00-20 O O 228 989 5400 4500 5400 4905 4500 6795
7.50-20 O O 228 989
7.50-20 O L 4 255
10.00-20 1060 6000 5000 6000 5450 5000 7550
8.00-20 L 4 L 4 257
7.50-20 O m} 255
11.00-20 1075 6540 5450 6540 5940 5450 8230
8.00-20 * * 257
8.00-20 O * 287
12.00-20 1105 7560 6300 7560 6865 6300 9515
8.50-20 O * 290
/\ The rim contour may vary from different vehicle manufacrurers, please contact with EXMILE technical department for details. [ under Development @ Available




Premium Special Tyre

Unique Features:

1. Higher Land Sea Ratio gives longer service life
2. Best Cost & performance combination
3. Environment Friendly

Available Qualities:

SUPER HIGH RESILIENCE COMPOUND
HIGH RESILIENCE COMPOUND
STANDARD COMPOUND

WHITE NON-MARKING

GREY NON-MARKING

ANTI-STATIC COMPOUND

OIL RESISTANCE COMPOUND
SPECIAL COMPOUNDS ON REQUEST

Exmile—Kilomax the ultimate all

rounder, optimizing the properties of - i A e S
load carrying , cool running and offiers i grownd conincl safece

durability.
Spacially deveticead iong Iti-lasting

Forged from the stable of Eclat and vend commpeund ghves exceliont serdco

Eco-Guard, our international team of
experts have perfected the
compounding

and design that gives you an
unmatched choice for all your

mechanical handing needs.




EXMILE SOLID TYRE

Heel Type
Standard Forkllft Other Vehlcles

i Wheel 0 km/h)
Quick | Standard 6 km/h | 10 km/h | 25km/h |(
25km/h | 25km/h
250Cc-8 | O O
3.00D-8 | & . 950 730 950 860 | 730 | 1100
4.00-8 120 410
3.25/-8 m| m]
3.75-8 O O 1010 | 775 | 1010 | 915 | 775 | 1170
3.00D-8 | & . 130 460
5.00- 8 1415 | 1090 | 1415 | 1285 | 1090 | 1645
3.50D-8 | O X3 136 460
15X4 1/2- 8(125/75-8) | 3.00D-8 | O O 17 382 1040 | 800 | 1040 | 940 | 800 | 1210
16X6- 8 (150/75-8) 4.33R-8 | O m| 155 417 1495 | 1150 | 1495 | 1355 | 1150 | 1735
18X7-8(180/70-8)A | 4.33R-8 | & IS 152 457 | 2145 | 1650 | 2145 | 1945 | 1650 | 2490
140/55-9 4.00E-9 | O ] 134 384 1170 900 | 1170 | 1060 | 900 | 1360
6.00-9 4.00E-9 | & . 155 529 1885 | 1450 | 1885 | 1710 | 1450 | 2190
g g, 6.00E-9 | & . 100 530 2755 | 2120 | 2755 | 2505 | 2120 | 3200
7.00E-9 | O O 2895 | 2225 | 2895 | 2625 | 2225 | 3360
6.50-10 5.00F-10| & 'S 165 578 | 2340 | 1800 | 2340 | 2125 | 1800 | 2720
23X9-10 (225/75-10) | 6.50F-10| * . 204 593 3445 | 2650 | 3445 | 3125 | 2650 | 4000
200/50-10 6.50F-10 | O m| 199 463 | 2470 | 1900 | 2470 | 2240 | 1900 | 2870
7 00-12 5.00S-12| o . 174 659 | 2920 | 2240 | 2920 | 2645 | 2240 | 3380
' 6.50-12 | O O 245 659 | 3350 | 2575 | 3350 | 3040 | 2575 | 3890
27X10-12 (250/75-12) | 8.00G6-12| O O 248 690 3900 | 3000 | 3900 | 3540 | 3000 | 4530
6.00-15 450E-15| O m| 160 698 | 2725 | 2095 | 2725 | 2470 | 2095 | 3165
550 -15 | S
7.00-15 183 735 | 3545 | 2725 | 3545 | 3215 | 2725 | 4115
6.00 -15 | & -
8.25-15 6.50 -15 | * . 215 828 | 4750 | 3650 | 4750 | 4300 | 3650 | 5510
. . 6.50 -15 | O O
28X§2;f7(58_'11§ U) 223 695 | 3445 | 2650 | 3445 | 3125 | 2650 | 4000
7.00 -15 | o IS
7.00 -15 | O O 228 728
250-15(250/70-15) 4745 | 3650 | 4745 | 4310 | 3650 | 5510
750 -15 | O O 230 728
300-15 (315/70-15) 8.00 -15 | O O 259 830 5850 | 4500 | 5850 | 5310 | 4500 | 6795
550-16 | O O
7.50-16 212 790 3965 | 3050 | 3965 | 3600 | 3050 | 4605
6.00-16 | O O
550-16 | O O
9.00-16 216 842 | 4355 | 3350 | 4355 | 3955 | 3350 | 5060
6.00-16 | O O
6.00-20 | O O
7.50-20 224 882 3900 | 3250 | 3900 | 3575 | 3250 | 4910
6.50-20 | O O
6.50 -20 | & IS
4400 | 3650 | 4400 | 3980 | 3650 | 5510
8.25-20 7.00 -20 * * 225 986
750 -20 | O O 4600 | 3875 | 4600 | 4225 | 3875 | 5850
6.50 -20 | & 'S
9.00-20 7.00 -20 | o . 228 989 | 5400 | 4500 | 5400 | 4905 | 4500 | 6795
750 -20 | O O

A The rim contour may vary from different vehicle manufacrurers, please contact with EXMILE technical department for details. [ under Development @ Available
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Premium Special Tyre

Unique Features:

1. For Toughest Application

KILO

2. Excellent Resilient Cushion
3. Extrordinary Better Riding Comfort

Available Qualities:

SUPER HIGH RESILIENCE COMPOUND
ANTI-STATIC COMPOUND

WHITE NON-MARKING

GREY NON-MARKING

SPECIAL COMPOUNDS ON REQUEST

Heel Type
Standard Forklift Other Vehicles

Tyre Size Rim Section | pigmeter | | L0ad | Steer (Oslt(ati/‘;‘)
Quick | Standard 6 km/h |10 km/h| 25km/h m

3.00D-8 O O 130
5.00-8 460 1415 1090 1415 | 1285 | 1090 1645
3.50D-8 O O 136
6.00-9 4.00E-9 . . 155 529 1885 1450 1885 | 1710 | 1450 | 2190
6.50-10 5.00F-10 * * 165 578 2340 1800 2340 | 2125 | 1800 | 2720
5.00S-12| & * 174 2920 2240 2920 | 2645 | 2240 | 3380
7.00-12 659
6.50-12 O O 245 3350 2575 3350 | 3040 | 2575 | 3890
8.25-15 6.50 - 15 O O 215 828 4750 3650 | 4750 | 4305 | 3650 | 5510
- - 6.50 - 15 O O
28)(22;?7(5_':: 15) 223 695 3445 3650 3445 | 3125 | 2650 | 4000
7.00 -15 * *

D Under Development @ Available



EXMILE SOLID TYRE

Heel Type
Forklift Other Vehicles
Standard ) )
Tyre Size Rim Section | piameter | Load | Steer Static
. i Wheel | Wheel 0 km/h
Quick | Standard 6 km/h |10 km/h| 25km/h | (0 km/h)

15X4 1/2- 8(125/75-8) 3.00D-8 * L 4 117 1040 1040 940 800 1210
2.50C-8 O O
3.00D-8 L 4 * 950 730 950 860 730 1100
4.00-8 120 406
3.251-8 O O
3.75-8 O * 1010 775 1010 915 775 1170
3.00D-8 O O 130
460 1415 1090 1415 1285 1090 1645
5.00-8 3.50D-8 O * 136
4.33R-8 O L 4 163 463 2145 1650 2145 1945 1650 2490
140/55-9 4.00E-9 * O 134 384 1170 900 1170 1060 900 1360
16X5-9 3.50D-9 O * 128 412 1200 925 1200 1090 925 1395
6.00-9 4.00E-9 O O 155 529 1885 1450 1885 1710 1450 2190
6.50-10 5.00F-10 O O 165 578 2340 1800 2340 | 2125 1800 2720
[ under Development @ Available

Unique Features:

1. Low Rolling Resistance
2. Best cost & Performance Combination
3. Environment Friendly

Available Qualities:

SUPER HIGH RESILIENCE COMPOUND
HIGH RESILIENCE COMPOUND
WHITE NON-MARKING

GREY NON-MARKING

PREMIUM COMPOUND

ANTI-STATIC COMPOUND

SPECIAL COMPOUNDS ON REQUEST
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Premium Special Tyre

Available Qualities:

1. High Cost-Effective STANDARD COMPOUND
2. Value For Money

Traditional Classic Pattern Design Built With Super
Wear Performance Tread Compound Provide

Excellent Service Hours

Best Budget Line Product with Latest Compounding Expertise

Traditional Pattern Design Brings Customer Reliable Service.

Dimensions(mm) Load Capacity (kg)
e e
. s Standard . Forklift Other Vehicles
yre size Rim Section | piameter VI\_/?]adI V?/theerI
Quick | Standard oo S 6 km/h [10 km/h| 25km/h
3.00D-8 O *
5.00-8 130 458 1415 1090 1415 1285 1090 1645
3.50D -8 O *
18X7-8(180/70-8)*A 4.33R-8 O L 4 152 457 2145 1650 2145 1945 1650 2490
6.00-9 4.00E-9 O L 4 155 519 1885 1450 1885 1710 1450 2190
6.00E-9 O * 2755 2120 2755 2505 2120 3200
21X8-9(200/75-9)* 190 518
7.00E-9 O O 2895 2225 2895 2625 2225 3360
6.50-10 5.00F - 10 O L 4 165 570 2340 1800 2340 2125 1800 2720
23X9-10 (225/75-10)* 6.50F - 10 L 4 L 4 204 593 3445 2650 3445 3125 2650 4000
7 00-12 5.00S - 12 O L 4 174 650 2920 2240 2920 2645 2240 3380
' 6.50-12 O O 245 659 3350 2575 3350 3040 2575 3890
23X10-12 (250/60-12)* 8.00G-12 * L 4 234 587 3770 2900 3770 3420 2900 4380
8.25-15 6.50 - 15 O * 215 820 4750 3650 4750 4305 3650 5510
6.50 - 15 O O
28X9-15(8.15-15)225/75-15 223 685 3445 2650 3445 3125 2650 4000
7.00 -15 O *
6.50 - 20 O O
4380 3650 4380 3980 3650 5510
8.25-20 7.00 -20 O O 225 986
7.50 -20 O O 4650 3875 4650 4225 3875 5850
6.50 - 20 O [m|
9.00-20 7.00 -20 O O 228 989 5400 4500 5400 4905 4500 6795
7.50 -20 O [m|
A The rim contour may vary from different vehicle manufacrurers, please contact with EXMILE technical department for details. * Only GV2is availible [ under Development @ Available



EXMILE SOLID TYRE

Heel Type
Standard

Rim
Quick | Standard

Section
Width

Outer
Diameter

Forklift Other Venhicles
eel

Steer
heel
25km/h

6 km/h |10 km/h

25km/h

Static
(0 km/h)

3.00D - 8 O *
5.00-8 130 458 1415 1090 1415 1285 1090 1645
3.50D - 8 O *
18X7-8(180/70-8)A 4.33R -8 O * 152 457 2145 1650 2145 1945 1650 2490
6.00-9 4.00E -9 O 4 155 520 1885 1450 1885 1710 1450 2190
6.00E - 9 O * 2755 2120 2755 2500 2120 3200
21X8-9(200/75-9) 190 520
7.00E -9 O O 2895 2225 2895 2625 2225 3360
6.50-10 5.00F - 10 O * 165 570 2340 1800 2340 2125 1800 2720
23X9-10 (225/75-10) 6.50F - 10 O O 204 593 3445 2650 3445 3125 2650 4000
7 00-12 5.00S - 12 O * 174 650 2920 2240 2920 2645 2240 3380
' 6.50 - 12 O O 245 659 3350 2575 3350 3040 2575 3890
23X10-12 (250/60-12) 8.00G - 12 O O 234 587 3770 2900 3770 3420 2900 4380
8.25-15 6.50 - 15 O * 215 820 4600 3540 4600 4175 3540 5345
- - 6.50 - 15 O O
28X9-19 (8.15-15) 223 | 685 | 3445 | 2650 | 3445 | 3125 | 2650 | 4000
225/75-15 7.00-15 O *
7.00 - 15 L 4 * 228
250-15(250/70-15) 728 4745 3650 4745 4200 3650 5510
7.50 - 15 L 4 * 230
300-15(315/70-15) 8.00 - 15 L 4 * 259 830 5850 4500 5850 5310 4500 6795
55-16 O *
7.50-16 210 793 3965 3050 3965 3600 3050 4605
6.0 - 16 O *
6.50 - 20 O O
4380 3650 4380 3980 3650 5510
8.25-20 7.00 - 20 O O 225 986
7.50 - 20 O O 4650 3875 4650 4225 3875 5850
6.50 - 20 O O
9.00-20 7.00 - 20 O O 228 989 5400 4500 5400 4905 4500 6795
7.50 - 20 O O
7.00 - 20 O * 255
10.00-20 7.50 - 20 O * 255 1060 6000 5000 6000 5450 5000 7550
8.00 - 20 O L 4 257
8.00 - 20 O * 287
12.00-20 1105 7560 6300 7560 6865 6300 9515
8.50 - 20 O L 4 290
A The rim contour may vary from different vehicle manufacrurers, please contact with EXMILE technical department for details. [ under Development @ Available

Unique Features:

1. Unigue Aggressive Pattern Design

2. Extra Deep Lug Depth

Available Qualities:

STANDARD COMPOUND




,; ®
. E
ERA %
EZMILE

Premium Special Tyre

SKS-AII'I(IB SKS-Series

Unique Features:

Available Qualities:

1. All-Weather PREMIUM COMPOUND
2. Superhigh Load Capacity STANDARD COMPOUND
3. High Stability And Safety WHITE NON-MARKING

GREY NON-MARKING
ANTI-STATIC COMPOUND
SPECIAL COMPOUNDS ON REQUEST

Special sidewall AIRIDE design
gives excellant cushion function

and driving comfart.

SKS-DL

Heel Type : .
Standard Forklift Other Vehicles

Tyre Size Rim Section | Digmeter VI\_/%ZC(!:I V?/tﬁ:él
Quick| Standard 6 km/h |10 km/h| 25km/h
m—

8.00-20 6.50V-20 * | 210 812 5115 3945 5130 | 4660 | 3465 | 5940
7.50-20 * O

31X10-20 237 785 4030 3100 4030 | 3660 | 3100 | 4680
7.50V-20 * *
7.50-20 * O

33x12-20 * 287 831 5200 4000 5200 | 4720 | 4000 | 6040
7.50V-20 * *

31X14-20 7.50V-20 * O 355 785 4835 3730 4850 | 4405 | 3275 | 5615

35X15-20 8.50V-20 * O 381 882 5830 4495 5845 | 5310 | 3945 | 6770

36X12.5-20 9.00V-20 * * 330 918 7385 5695 7410 | 6730 | 5005 | 8580
7.50-20 * O

36X14-20 326 909 6175 4750 6175 5605 | 4750 7175
7.50V-20 . O

385/65-24 10.00-24 * O 360 1065 9550 7365 9580 | 8705 | 6470 | 11090

[ under Development @ Available * Extra Deep Lug (SKS-DL)pattern is also available.



EXMILE SOLID TYRE

- Load Capacity (kg)
Heel Type
Standard TeIehandIer/Grader

Tyre Size Rim Section | pigmeter
Quick | Standard 10 km/h 25km/h
O *

13.00-24 8.50V-24 315 1290 7650 6965 6375 9265
14.00-24 8.50V-24 O * 350 1336 8460 7690 7050 10645
O under Development @ Available

TG-Airide

Unique Features:

1. Special designed tread pattern for
telehandler and grader applications.

2. Excellent tread compound formula
provide the extraordinary chunking
and cut resistance properties.

3. Unique two aperture sidewall design
ensure best riding comfort.

Available Qualities:

PREMIUM COMPOUND

STANDARD COMPOUND

WHITE NON-MARKING

GREY NON-MARKING

ANTI-STATIC COMPOUND

SPECIAL COMPOUNDS ON REQUEST

10
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Premium Special Tyre

SM IND LUG

1. Environment Friendly AWP Smooth tyre use today's most advanced
2. Low RollAing Resistance formula technology, supported by high quality
3. Long Life natural rubber giving a very long service life for

AWP platform even in the most harsh working

Available Qualities: environment.

WHITE NON-MARKING

GREY NON-MARKING

ANTI-STATIC COMPOUND

SPECIAL COMPOUNDS ON REQUEST

Load Capacity (kg)

Tread Standard Sorflon 0 i) Static

Pattern Rim ECUOR | Dk : Static
— I Quick Width | ! (0 kmih)

25xm'h 25km'h
100/c0:8 SM 250c-8 | O . 100 | 205 | 650 | 545 | 710 | 645 | 545 | 825
(2.00-8)

3.00-5 IND-LUG 2.50-5 = & 71 247 350 290 385 350 290 450

O unes Davedopmesi # Avnilnbie

11



EXMILE SOLID TYRE

Heel Type
Forklift Other Vehicles
. Standard )
Tyre Size Rim Section | pigmeter | L0ad | Steer Static
Quick | Standard Wheel | Wheel | g kmh |10 kmih| 25kmih | (0 km/h)

5.00-8 3.00D-8 O * 143 458 1415 1095 1415 1285 1090 1645
16x6-8 4.33R-8 O * 164 417 1495 1150 1495 1360 1150 1735
18x7-8 4.33R-8 O * 164 417 1495 1150 1495 1360 1150 1735
6.00-9 4.00E-9 O * 173 529 1885 1450 1885 1710 1450 2190
6.50-10 5.00F-10 O * 191 576 2340 1800 2340 2125 1800 2720
7.00-12 5.00S-12 O * 207 657 2920 2240 2920 2645 2240 3380
28x9-15 7.00-15 O * 233 693 3445 2650 3445 3125 2650 4000
8.25-15 6.50-15 O * 253 819 4750 3650 4750 4300 3650 5510
6.50-20 O O 228 989
9.00-20 7.00-20 O O 228 989 5400 | 4500 | 5400 | 4905 | 4500 | 6795
7.50-20 O O 228 989
7.50V-20 O * 255
10.00-20A 8.00-20 O Py 557 1034 6000 5000 6000 5450 5000 7550
A The rim contour may vary from different vehicle manufacrurers, please contact with EXMILEtechnicaldepartmentfordetéils. [0 under Development @ Available

SM/smooth tyres use today's most advanced formula technology supported by high quality
natural rubber, giving very low heat characteristics to the tyre, even in the most harsh working
environment giving low temperature operation. Especially for the port, mining and other
arduous applications.

SMOOT

Unique Features:

1. Environment Friendly
2. Low Rolling Resistance
3. Long Life

Available Qualities:

SUPER HIGH RESILIENCE COMPOUND
HIGH RESILIENCE COMPOUND
WHITE NON-MARKING

GREY NON-MARKING

PREMIUM COMPOUND

ANTI-STATIC COMPOUND

SPECIAL COMPOUNDS ON REQUEST

12
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Unique Features:

1. Environment Friendly

2. Low Starting Resistance
3. Firmly Bonded

4. long Life

5. Maintenance—Free

Available Qualities:

ANTI-STATIC COMPOUND
GREY NON MARKING COMPOUND
SPECIAL COMPOUNDS ON REQUEST

CON-Series

LUG1 LUG2 LUG3 LUG4 LUGS LUGG6

RIB2 RIB3

13



EXMILE SOLID TYRE

Imperial Size | Metric Size

EXMILE CURED-ON solid tyre uses
excellent natural rubber tread compound
together with super adhesion strength
between compound and steel.

Making EXMILE the best mounting—free
cured-on supplier for OEM customers.

Tread Pattern
Secti

Load Capacity (kg)

(i inch) ] MM Width Digrl:::trer 6km/h | 10km/h | 25km/h (osm/i])
I D o A
8X3 204X76 * 76 204 - - - -
9X3 230x75 * 75 230 610 400 280 775
9x3 230x80 * < 80 230 655 430 300 835
9X3 230x85 * 85 230 710 465 325 900
9X4 230x100 * 100 230 770 510 355 990
10X3 248x75 < 75 248 650 425 295 830
10x3 250x80 * 80 250 690 455 315 880
10X3 254X76 76 254 660 435 305 845
10X4 250X100 * 100 250 695 615 350 975
11.25x5.5 285x135 * 135 285 1200 790 555 1535
11.25x6.25 285x160 O 160 285 1450 1290 720 1615
12X3 305x76 76 305 760 500 350 965
12x4 305x100 * * 100 305 935 840 460 1040
12x4.5 305x114 L 4 114 305 1085 970 505 1215
12.5x4.25 317x107 * 107 317 1015 745 505 1575
13x4 323x100 100 323 955 855 480 1345
13.5x4 343x100 * 100 343 1010 740 510 1425
14x4.5 356x114 L 4 114 356 1265 930 635 1600
15x4 381x100 * 100 381 1080 960 540 1205
15x5 381x129 *| & * 129 381 1450 1290 720 1615
15x6 381x152 * 152 381 1740 1550 865 1940
16x5 406x127 * * 127 406 1430 1050 715 2015
18X6.25 459x157 < 157 459 2025 1185 1015 2250
18x12 457x305 305 457 4700 3350 2350 6580
22x7 559x178 & 178 559 3095 2270 1550 3930
22x9X16 559x229 (AR 4 229 559 4335 3180 2170 5505
23x10X16 584x254 254 584 5270 3870 2640 6735
25.6x7 650x181 181 650 3405 2500 1705 4800
23.6x7.5 600x190 L 4 190 600 3665 2685 1830 5165
28x12x22 715x308 308 715 7230 5305 3615 7230
* Both with/without brake are available [ Under Development @ Available

Remark

The above load capacity may vary due to the different wheel dimensions, please consult Exmile technical department for detailed vehicle design.

14




Premium Special Tyre Manufacturer

We are OE supplier to

BUNGHEINRICH ] TEREX. Genie @Hilectro

[S'snorkel A.Dingi HYST[I:E]R-YAI.E @

sRour SANY
vl siemG xilin) é\\ E‘
LGMG Gorly

ARRD  Haulotted. £ ZOOMLION

Gestyre Industrial, SLU Q 655 850 900

\
EESTH@E Plg. Parque Plata - C/. Mesta, nave 5 - 41900 SEVILLA (Camas)

Neuméticos Industriales @ S T. 955 997 723 - info@gestyre.com - www.gestyre.com




